
 
   

Installation Instructions - Senitron RFID Reader + Multiplexor + 8 Antennas 

The Senitron RFID Reader + Mux, can support up to 8 RFID antennas, which we refer to as a cluster. 

In general when installing a cluster, it is best to place the “RFID Reader + Mux” in the center of the 

antennas, so that shorter coax cables can be used to go from the mux port to each antenna. 

 

Longer cables, are okay, however the longer cables can reduce RFID read distance performance. 

 

Example of T-bar Ceiling Installation 

 

  

 

 

 

 

 

 

  

• Place the “RFID Reader + Multiplexor” above the ceiling tiles, and, Zip tie, or screw it to any support to hold 

it steady.  

• Connect coax RFID cables from the Mux ports to each antenna 
 

 



 

Example of Tall-Ceilings with Drop down Rods 

 

 

   

 

 

 

 

 

 

 

 

 

 

• This illustration displays how a cluster 

will be positioned and installed on 

the ceiling.  

• The RFID Reader/Mux will be in the 

center of the Cluster, so that the 

cable for each antenna is approx the 

same length.  Senitron can provide, 

pre-made and terminated, soft & 

flexible, RG8 (240 serial coax cables) 

for each antenna. Each cable 

maximum length will be 25 feet. 

Installers May Not Exceed this 25-

foot cable and distance, under any 

circumstance. Proper planning and 

acknowledgment must be committed 

to this requirement. 

• All antennas should be pointing 

straight down. 
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Mounting Options 

 

Light Tracks 

 

 

 

T-bar Ceilings – X-connectors 

 

 

 

 

 

 

 

Universal Bracket 
https://www.amazon.com/VideoSecu-Ceiling-Bracket-Camera-

Adjustable/dp/B000X23I22/ref=pd_sbs_421_t_2/144-1877279-

7655841?_encoding=UTF8&pd_rd_i=B000X23I22&pd_rd_r=6b50c591-b6f2-448f-a6ea-

2172ec6e1408&pd_rd_w=z3UU6&pd_rd_wg=vXkTg&pf_rd_p=5cfcfe89-300f-47d2-b1ad-

a4e27203a02a&pf_rd_r=2KSRS8VPJ54VQ1B38G4M&psc=1&refRID=2KSRS8VPJ54VQ1B38G4M  

 

 

 

 

 

 

 

 

 

 

 

 

 

https://www.amazon.com/VideoSecu-Ceiling-Bracket-Camera-Adjustable/dp/B000X23I22/ref=pd_sbs_421_t_2/144-1877279-7655841?_encoding=UTF8&pd_rd_i=B000X23I22&pd_rd_r=6b50c591-b6f2-448f-a6ea-2172ec6e1408&pd_rd_w=z3UU6&pd_rd_wg=vXkTg&pf_rd_p=5cfcfe89-300f-47d2-b1ad-a4e27203a02a&pf_rd_r=2KSRS8VPJ54VQ1B38G4M&psc=1&refRID=2KSRS8VPJ54VQ1B38G4M
https://www.amazon.com/VideoSecu-Ceiling-Bracket-Camera-Adjustable/dp/B000X23I22/ref=pd_sbs_421_t_2/144-1877279-7655841?_encoding=UTF8&pd_rd_i=B000X23I22&pd_rd_r=6b50c591-b6f2-448f-a6ea-2172ec6e1408&pd_rd_w=z3UU6&pd_rd_wg=vXkTg&pf_rd_p=5cfcfe89-300f-47d2-b1ad-a4e27203a02a&pf_rd_r=2KSRS8VPJ54VQ1B38G4M&psc=1&refRID=2KSRS8VPJ54VQ1B38G4M
https://www.amazon.com/VideoSecu-Ceiling-Bracket-Camera-Adjustable/dp/B000X23I22/ref=pd_sbs_421_t_2/144-1877279-7655841?_encoding=UTF8&pd_rd_i=B000X23I22&pd_rd_r=6b50c591-b6f2-448f-a6ea-2172ec6e1408&pd_rd_w=z3UU6&pd_rd_wg=vXkTg&pf_rd_p=5cfcfe89-300f-47d2-b1ad-a4e27203a02a&pf_rd_r=2KSRS8VPJ54VQ1B38G4M&psc=1&refRID=2KSRS8VPJ54VQ1B38G4M
https://www.amazon.com/VideoSecu-Ceiling-Bracket-Camera-Adjustable/dp/B000X23I22/ref=pd_sbs_421_t_2/144-1877279-7655841?_encoding=UTF8&pd_rd_i=B000X23I22&pd_rd_r=6b50c591-b6f2-448f-a6ea-2172ec6e1408&pd_rd_w=z3UU6&pd_rd_wg=vXkTg&pf_rd_p=5cfcfe89-300f-47d2-b1ad-a4e27203a02a&pf_rd_r=2KSRS8VPJ54VQ1B38G4M&psc=1&refRID=2KSRS8VPJ54VQ1B38G4M
https://www.amazon.com/VideoSecu-Ceiling-Bracket-Camera-Adjustable/dp/B000X23I22/ref=pd_sbs_421_t_2/144-1877279-7655841?_encoding=UTF8&pd_rd_i=B000X23I22&pd_rd_r=6b50c591-b6f2-448f-a6ea-2172ec6e1408&pd_rd_w=z3UU6&pd_rd_wg=vXkTg&pf_rd_p=5cfcfe89-300f-47d2-b1ad-a4e27203a02a&pf_rd_r=2KSRS8VPJ54VQ1B38G4M&psc=1&refRID=2KSRS8VPJ54VQ1B38G4M


 

modem Router 

DHCP 

 

 

 

 

 

 

 

 

  

  

  

 

 

 

 

  

 

 

POE Switch 

Connectivity between Internet, 

CDM, Switch, and RFID Devices 
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